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N EWARK [g"“ MADE TO MEASURE SERVICE IS
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Revolutionary rigid galvanised welded mesh panels.
The NEO1 Fence Panel incorporates a pressed beam

GARDEN RANGE

NEWARK MESH GATE NEWARK TALL MESH FENCE PANEL

to provide extra stiffness. il
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ROSE ARCHES

[gx’a MADE TO MEASURE SERVICE IS NOT AVAILABLE
" ON YORK/ABBEY ROSE ARCHES

(ODE HEIGHT WIDTH DEPTH
YRA42  2134mm 1067 mm 305mm

YORK LARGE ARCH ABBEY ARCH

(ODE
YRA60

HEIGHT
2032 mm

WIDTH DEPTH (ODE HEIGHT WIDTH DEPTH
1524 mm 305mm ARA43  2286mm 1100mm 410mm
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GARDEN RANGE GENERAL INFORMATION

MEASURING (TIMBER POSTS, WALLS OR BRICKWORK)

All sizes refer to actual openings and not the gate, fence or rail width; we have already allowed for hinges etc.

FITTINGS

All gates, fence and railings are supplied with a pack of screw-on/bolt-on fittings to fix to existing timber
or brickwork.

OPENING DIRECTIONS
GATE LATCHING

All single, low bow and bow top gates are supplied with a universal latch for left/right hand opening. All doubles have
the latch on the right hand leaf when viewed from the road.

GATE HANGING

All single, low bows, bow tops and doubles have fixed hinges. English Rose gates are supplied with adjustable hinges.

SQUARE STEEL POSTS

Due to the weight of the gates, care must be taken to ensure that the brickwork is strong enough to support them;
steel posts which are concreted into the ground are recommended on dll large gates.

Should you wish to hang gates on steel posts, please be sure to allow for the post widths eg. a 2438mm (8'0”)
opening pair of gates and two 70mm (3”) posts will fill a 2578mm (8’6" gap.

FINISHING

With the exception of the English Rose and Newark ranges, which are supplied galvanised and powder coated,
all gates, railings and posts are primed in black and after fitting a further coat of good quality gloss paint is
required.

AVAILABILITY AND DELIVERY

Garden range gates, fence and railing are available ex-stock for 7-10 day UK mainland delivery.
Carriage charges may be applied.

PRICING AND SPECIFICATIONS

All pricing and specifications are subject to change without prior notice.
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